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Stock Code: BBS35DF-6-3-24-50-235-4s-H-G
BBS35DF-6-3-24-100-285-4s-H-G
BBS35DF-6-3-24-150-325-4s-H-G
BBS35DF-6-3-24-200-385-4s-H-G
BBS35DF-6-3-24-250-435-4s-H-G
BBS35DF-6-3-24-300-485-4s-H-G
BBS35DF-6-3-24-400-595-4s-H-G
BBS35DF-6-3-24-500-695-4s-H-G
BBS35DF-6-3-24-600-795-4s-H-G

Spec�al Product
BBS35DF-6-3-24-120-303-4s-H-G
BBS35DF-3-6-24-300-485-4s-H-G

L=235 (S≤50)
L=S+185 (50<S≤400)
L=S+195 (400<S≤600)

BBS35DF is widely used with high performance and strong design. It has

following specifications:BBS35DF-6000N(push),BBS35DF-4000N

(push),BBS35DF-3000N(push),BBS35DF-2000N(push),BBS35DF-1500N(push),

BBS35DF-1000N(push), BBS35DF-500N(push).BBS35DF is characterized by

large load capacity, strong design, low noise and high IP grade.

BBS35DF L�near Actuator
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L = S+185(S<400)
L = S+195(S≥400)

match with BIBUS control box
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L = S+185(S<400)
L = S+195(S≥400)

Remarks: It can achieve better self-locking ability with Bibus control box;
The above data is the standard value of the test data (inspection specification) at room temperature of 25℃.
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Take BBS35DF06324150/335HGDZD2022D0 for example

BBS35DF
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L≥285

Dimensions BBS35DF with control box

BBSB35Q install on BBS35DF
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BBSB35Q / BBSB35T / BBSB35R /
BBSB35R1 / BBSB35S

BBSB35T / BBSB35R / BBSB35R1
BBSB35S
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